
Manufacturer: Schuco USA L.P.

Model #: SWR2500U - 208Vac mode

Rated Maximum Continuous Output Power: 2.1 kW Night Tare Loss: 0.236 W

Vmin: 250 Vdc Vnom: 300 Vdc Vmax: 480 Vdc

Power Level (%; kW)
10% 20% 30% 50% 75% 100%

Input Voltage (Vdc) 0.21 0.42 0.63 1.05 1.58 2.10 Wtd
Vmin 250 90.86% 93.44% 94.02% 93.86% 93.06% 92.06% 93.22%
Vnom 300 89.33% 92.49% 93.07% 93.30% 92.57% 91.52% 92.60%
Vmax 480 85.59% 89.83% 91.11% 91.75% 91.25% 90.64% 91.01%

CEC Efficiency = 92.5%
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(% of rated) (Vdc) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%)
10% Vmin 210 251 90.97% 209 251 90.76% 209 251 90.77% 210 251 90.81% 210 251 90.97%
20% Vmin 425 251 93.46% 425 251 93.42% 425 251 93.44% 425 251 93.43% 425 251 93.45%
30% Vmin 632 251 94.04% 632 251 94.02% 632 251 94.02% 632 251 94.03% 632 251 94.00%
50% Vmin 1,053 251 93.85% 1,053 251 93.88% 1,054 251 93.86% 1,053 251 93.85% 1,054 251 93.85%
75% Vmin 1,574 251 92.99% 1,573 250 93.02% 1,574 250 93.09% 1,575 251 93.06% 1,575 250 93.13%
100% Vmin 2,040 252 92.06% 2,036 252 92.04% 2,037 252 92.09% 2,038 252 92.05% 2,036 252 92.04%
10% Vnom 202 299 89.28% 201 298 88.57% 206 295 89.68% 203 290 89.62% 202 290 89.51%
20% Vnom 402 299 92.54% 402 299 92.43% 396 300 92.50% 403 299 92.40% 396 300 92.59%
30% Vnom 600 299 92.37% 601 298 93.16% 608 298 92.87% 626 299 93.49% 604 299 93.45%
50% Vnom 1,055 298 93.23% 1,061 299 93.36% 1,054 299 93.16% 1,048 299 93.34% 1,047 299 93.39%
75% Vnom 1,558 299 92.52% 1,562 299 92.61% 1,564 299 92.60% 1,560 299 92.52% 1,566 299 92.60%
100% Vnom 2,059 300 91.59% 2,060 300 91.51% 2,059 300 91.47% 2,058 300 91.47% 2,059 300 91.55%
10% Vmax 217 484 85.38% 217 483 85.57% 217 483 85.57% 217 484 85.69% 217 483 85.73%
20% Vmax 418 483 89.92% 418 483 89.84% 418 483 89.76% 418 483 89.73% 418 483 89.88%
30% Vmax 631 483 91.09% 631 483 91.13% 631 483 91.09% 631 483 91.13% 631 483 91.09%
50% Vmax 1,052 483 91.70% 1,052 483 91.73% 1,052 483 91.73% 1,052 483 91.79% 1,052 483 91.79%
75% Vmax 1,576 483 91.25% 1,576 483 91.25% 1,576 483 91.25% 1,576 483 91.24% 1,576 483 91.26%
100% Vmax 2,024 486 90.72% 2,028 485 90.74% 2,026 485 90.61% 2,025 485 90.56% 2,028 485 90.66%


